Diaphragm type low pressure gauge
Maodel: P428, Screwed process connection
Model: P429, “I" type flange process connection

Spec. sheet no. PD04-04

Service intended
P428 and P429 series are consisted of diaphragms which @ @ @ c E

are designed to protect device and designed to
isolate pressure gauge from corrosive, contaminative
and viscous pressure media.

Nominal diameter
100 and 150 mm

Accuracy
+1.5% of full scale

Scale range (kPa, mbar)
-1~0to0-35~0kPa

0.5to +15 kPa
0~1t00~35kPa

Working temperature
Ambient : -20 ~ 65°C
Fluid : Max. 100°C

Temperature effect

Accuracy at temperature above and below the reference
temperature (20°C) will be effected by approximately
+0.8% per 10°C of full scale

Standard features

Upper flange (Gauge side) Process connection
Stainless steel (304SS, 316SS) Model P428 : PT and NPT, others feasible
Model P429 : Flanges to ANSI, JIS or other standard

Diaphragm
316L SS
Optional
Under flange (Process side) Diaphragm : PTFE lining
Stainless Steel (304SS, 304L SS, 316SS, 316L SS) Under flange : PTFE lining PTFE coating
Monel, Hastelloy-C Zero adjustment : Internal (Only 100 mm
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Main order

1. Base model

P428 Screwed process connection diaphragm
P429 "I"type flange process connection diaphragm

2. Nominal diameter (mm)
XA 100
XB 150

3. Upper flange and diaphragm material
B 304SS and 316L SS
H  304SS and 316L SS + lining
J 316SS and 316L SS
Q  316SS and 316L SS + lining

4. Process connection type

XXX Refer to process connection type table

5. Unit
J kPa
S  mbar

6. Range
XXX Refer to pressure unit and range table

7. Under flange material

BX 304Ss
CX 316SS
EX 316LSS

51 316L SS + coating

RX  304SS + coating

PX  304SS + lining (Only P429)
SX  316SS + coating

QX  316SS + lining (Only P429)
50 316L SS + lining (Only P429)

ZZ  Other
8. Option
0 None

1  Accessories
4 Electropolished under flange

P428 XA B XXX H XXX BX
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Ordering information

Sample
ordering code



P428, P429 : Type of mounting

Code P428

Thread

Code P429

Dimensions (mm)

Available code Dial size A C (Only 100mmH2 0) F2
2100 111 100(140) 60

pacs ?150 150.6 100(140) 60
9100 111 100(140) 83

a9 2150 150.6 100(140) 83
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Pressure unit and range table

Unit and code

Nominal diameter

Range and code
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S : mbar J: kPa 100 mm 150 mm

(0] (0]
... % o
[ S SR © SN
... % | . °
... % | . °
I © U B © S
R © S B ©
... % _ |9 ________
... % _ .9 _______
[ © S USSR
I © S S ©
... % | . °
[ © S SR © SUN

(0] (0]
e B
..o | o
I © U B © S
I © S SR ©
[ © S SR © SN
[ © S USSR
... % _ .9 ________
N S N o S

(0] (0]

[¢] [¢]
e R
e A
S © S S © S
I © U B © S
S © S S © S

o o

O : Available X : Not available



Pressure unit and range table

8th character

9th 10th character

For model P428

For model P429

Code Connection size - -
Code Connection type Code Flange rating
C Y4 (8A) PF PF AC ANSI 150 Lb RF
D | %'(10A) | AB | PT | AE | ANSI150LbFF
E | v (15A) | AA | NPT | AD | ANSI150LbRFSF
SR %@ | FF | BSPT | AF | ANSI300LbRF
G | 1"(258) | s | BSPF | AH | ANSI300LbFF
CH | @A | HmH | NPS | AG |  ANSI300LbRFSF
3 | 1wt@on) | | Mo | A [ ANSI600LbRF
k| 2"s0A) || AL | ANSIB00LbFF
Lo oaeesA) | || AK | ANSI600LbRFSF
Mo i) S U S B KL | JISIOKRE
N 4" (100A) KN JIS 10K FF
oz | other | | | kM | JIS10KRFSF
01"k | JS20KRF
91 KR |  JS20KFF
K| JIS20KRFSF
91| kKc | JS30KRF
kU] JISB0KFE
Kk JIS30KRFSF
yv4 Other

* Only available with model P428
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